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IN THE CLAIMS 

Please cancel claims 1-27 without prejudice. 
Please add new claims 28-66. 
Accordingly, claims 28-66 are now pending. 

To satisfy the requirements of 37 C.RR. § 1.121(c) and 37 C.F.R. § 1.52(a), all pending 
claims are presented below. A marked-up version of the claims showing the changes made to 
the claims follows the Remarks section of this Response. 
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PENDING CLAIMS 28-66 

28. (New) A method executed in a computer system of verifying generated commands, the 
method comprising: 

providing first switch commands generated by a first system; 

generating a subset of said first switch conmiands generated by said first system; 

providing data used by a second system to generate second switch commands; and 

determining whether said data used by said second system corresponds to first switch 
commands included in said subset, wherein a correspondence between said data and said first 
switch conmiands is indicative of said second system being capable of generating at least one 
second switch conmiand equivalent to a first switch command included in said subset. 

29. (New) The method of Claim 28, wherein said subset of first switch commiands includes 
successfully executed switch commands. 

30. (New) The method of Claim 28, wherein said first system is a system for generating first 
switch commands for a telecommunications network and said second system is a system for 
generating second switch commands for said teleconmiunications network, said second switch 
conmiands being equivalent to said first switch commands. 

31. (New) The method of Claim 28, further including: 

recording said subset of first switch commands in a log file, said first switch commands 
being associated with at least one switch type; 

sorting said subset of said first switch commands by switch type; and 

for a switch type in said log file, determining whether said data used by said second 
system corresponds to first switch commands associated with said switch type, wherein a 
correspondence between said data and said first switch commands is indicative of said second 
system being capable of generating at least one second switch command equivalent to first 
switch commands associated with said switch type. 



3 



EXPRESS MAIL NO. ER399789823US 



PATENT 

In re Application of: John S. Doleac et aL 
Attorney Docket No.:99-881CONl 



32. (New) The method of Claim 28, further including: 

determining a list of switch identifiers, said switch identifiers identifying switches 
included in a telecommunications network; and 

including at least one portion of said data used by said second system into at least one 
hash table, said at least one portion based on said list of switch identifiers. 

33. (New) The method of Claim 32, wherein determining whether said data used by said second 
system corresponds to first switch commands included in said subset includes: 

for a first switch command included in said subset, using said at least one hash table to 
identify parameters associated with said first switch conmiand; 

replacing identified parameters with at least one character representing identification in at 
least one hash table; and 

determining that said second system is capable of generating said first switch command 
by determining that said parameters associated with said first switch command have been 
identified in at least one hash table. 

34. (New) The method of Claim 33, wherein said at least one character includes at least one of a 
null character, a conrnia, and a blank character. 

35. (New) Themethodof 33, further including: 

generating a sunraiary for a switch identifier, the summary including parameters of first 
switch commands that have not been identified in at least one hash table. 

36. (New) The method of Claim 28, wherein said data used by said second system are stored in 
a database used by said second system, and wherein said data include at least one of command 
parameters and programs used to generate second switch conmiands. 

37. (New) A system for verifying generated commands used in a computer system, the system 
comprising: 

means for providing first switch conmiands generated by a first system; 
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means for generating a subset of said first switch conimands generated by said first 

system; 

means for providing data used by a second system to generate second switch commands; 

and 

means for determining whether said data used by said second system corresponds to first 
switch commands included in said subset, wherein a correspondence between said data and said 
first switch commands is indicative of said second system being capable of generating at least 
one second switch command equivalent to a first switch command included in said subset. 

38. (New) The system of Claim 37, wherein said subset of first switch commands includes 
successfully executed switch conunands. 

39. (New) The system of Claim 37, wherein said first system is a system for generating first 
switch commands for a teleconmiunications network and said second system is a system for 
generating second switch commands for said telecommunications network, said second switch 
commands being equivalent to said first switch commands. 

40. (New) The system of Claim 37, further including: 

means for recording said subset of first switch commands in a log file, said first switch 
commands being associated with at least one switch type; 

means for sorting said subset of said first switch commands by switch type; and 

for a switch type in said log file, means for determining whether said data used by said 
second system corresponds to first switch commands associated with said switch type, wherein a 
correspondence between said data and said first switch conmiands is indicative of said second 
system being capable of generating at least one second switch conmiand equivalent to first 
switch commands associated with said switch type. 

41. (New) The system of Claim 37, further including: 

means for determining a list of switch identifiers, said switch identifiers identifying 
switches included in a telecommunications network; and 
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means for including at least one portion of said data used by said second system into at 
least one hash table, said at least one portion based on said list of switch identifiers. 

42. (New) The system of Claim 41, wherein means for determining whether said data used by 
said second system corresponds to first switch commands included in said subset includes: 

for a first switch command included in said subset, means for using said at least one hash 
table to identify parameters associated with said first switch command; 

means for replacing identified parameters with at least one character representing 
identification in at least one hash table; and 

means for determining that said second system is capable of generating said first switch 
conmiand by deteraiining that said parameters associated with said first switch conmiand have 
been identified in at least one hash table. 

43. (New) The system of Claim 42, wherein said at least one character includes at least one of a 
null character, a conmia, and a blank character. 

44. (New) The system of Claim 42, further including: 

means for generating a summary for a switch identifier, the summary including 
parameters of first switch conmiands that have not been identified in at least one hash table. 

45. (New) The system of Claim 37, wherein said data used by said second system are stored in 
a database used by said second system, and wherein said data include at least one of command 
parameters and programs used to generate second switch conmiands. 

46. (New) A system for verifying commands, the system comprising: 

machine executable instructions for providing first switch commands generated by a first 

system; 

machine executable instructions for generating a subset of said first switch conmiands 
generated by said first system; 
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machine executable instructions for providing data used by a second system to generate 
second switch conmiands; and 

machine executable instructions for determining whether said data used by said second 
system corresponds to first switch conunands included in said subset, wherein a correspondence 
between said data and said first switch conmiands is indicative of said second system being 
capable of generating at least one second switch command equivalent to a first switch command 
included in said subset. 

47. (New) The system of Claim 46, wherein said subset of first switch commands includes 
successfully executed switch commands* 

48. (New) The system of Claim 46, wherein said first system is a system for generating first 
switch commands for a telecommunications network and said second system is a system for 
generating second switch commands for said telecommunications network, said second switch 
commands being equivalent to said first switch commands. 

49. (New) The system of Claim 46, further including: 

machine executable instructions for recording said subset of first switch commands in a 
log file, said first switch commands being associated with at least one switch type; 

machine executable instructions for sorting said subset of said first switch commands by 
switch type; and 

for a switch type in said log file, machine executable instructions for determining whether 
said data used by said second system corresponds to first switch commands associated with said 
switch type, wherein a correspondence between said data and said first switch commands is 

indicative of said second system being capable of generating at least one second switch 
command equivalent to first switch commands associated with said switch type. 

50. (New) The system of Claim 46, further including: 

machine executable instructions for determining a list of switch identifiers, said switch 
identifiers identifying switches included in a telecommunications network; and 
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machine executable instructions for including at least one portion of said data used by 
said second system into at least one hash table, said at least one portion based on said list of 
switch identifiers. 

51. (New) The system of Claim 50, wherein machine executable instructions for determining 
whether said data used by said second system corresponds to first switch commands included in 
said subset include: 

for a first switch conmiand included in said subset, machine executable instructions for 
using said at least one hash table to identify parameters associated with said first switch 
command; 

machine executable instructions for replacing identified parameters with at least one 
character representing identification in at least one hash table; and 

machine executable instructions for determining that said second system is capable of 
generating said first switch command by determining that said parameters associated with said 
first switch command have been identified in at least one hash table. 

52. (New) The system of Claim 51, wherein said at least one character includes at least one of a 
null character, a comma, and a blank character. 

53. (New) The system of Claim 51, further including: 

machine executable instructions for generating a summary for a switch identifier, the 
summary including parameters of first switch commands that have not been identified in at least 
one hash table. 

54. (New) The system of Claim 46, wherein said data used by said second system are stored in 
a database used by said second system, and wherein said data include at least one of command 
parameters and programs used to generate second switch commands. 
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55. (New) A method of verifying switch commands for a telecommunications network, the 
method comprising: 

obtaining from a first system first executable switch commands for a telecommunications 
network; 

providing data used by a second system to generate second executable switch conmiands 
for the teleconmiunications network; 

comparing the first executable switch conmiands with the data used by the second 
system; and, 

based on a match between a first executable switch command and the data used by the 
second system, identifying the matched first executable switch conmiand as being coded by data 
used by the second system to generate a second executable switch command for the 
telecommunications network. 

56. (New) The method of claim 55, further including: 

determining switch types included in the teleconmiunications network; 

recording at least one portion of the first executable switch conmiands in a log file, the at 
least one portion based on the switch types; and, 

generating a hash table including at least one portion of the data used by the second 
system, the at least one portion based on the switch types. 

57. (New) The method of claim 56, wherein identifying includes: 

based on a match between a first executable switch command in the log file and the data 
included in the hash table, replacing the matched first executable switch command in the log file 
with at least one character representing identification in the hash table. 

58. (New) The method of claim 57, wherein the at least one character includes at least one of a 
null character, a comma, and a blank character. 
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59. (New) A system of verifying switch conunands for a telecommunications network, the 
system comprising: 

means for obtaining from a first system first executable switch commands for a 
telecommunications network; 

means for providing data used by a second system to generate second executable switch 
commands for the teleconmiunications network; 

means for comparing the first executable switch commands with the data used by the 
second system; and, 

based on a match between a first executable switch command and the data used by the 
second system, means for identifying the matched first executable switch command as being 
coded by data used by the second system to generate a second executable switch command for 
the teleconmiunications network. 

60. (New) Thesystemof claim 59, further including: 

means for determining switch types included in the teleconmiunications network; 

means for recording at least one portion of the first executable switch conunands in a log 
file, the at least one portion based on the switch types; and, 

means for generating a hash table including at least one portion of the data used by the 
second system, the at least one portion based on the switch types. 

61. (New) The system of claim 60, wherein means for identifying includes: 

based on a match between a first executable switch conmiand in the log file and the data 
included in the hash table, means for replacing the matched first executable switch command in 
the log file with at least one character representing identification in the hash table. 

62. (New) The system of claim 61, wherein the at least one character includes at least one of a 
null character, a conmia, and a blank character. 



10 



EGRESS MAIL NO. ER399789823US 



PATENT 

In re Application of: John S. Doleac et al. 
Attorney Docket No.:99-881CONl 



63. (New) A system of verifying switch commands for a telecommunications network, the 
system comprising: 

machine executable instructions for obtaining from a first system first executable switch 
conunands for a telecommunications network; 

machine executable instructions for providing data used by a second system to generate 
second executable switch conmiands for the teleconmiunications network; 

machine executable instructions for comparing the first executable switch commands 
with the data used by the second system; and, 

based on a match between a first executable switch command and the data used by the 
second system, machine executable instructions for identifying the matched first executable 
switch command as being coded by data used by the second system to generate a second 
executable switch command for the telecommunications network. 

64- (New) The system of claim 63, fiirther including: 

machine executable instructions for determining switch types included in the 
teleconmiunications network; 

machine executable instructions for recording at least one portion of the first executable 
switch conmiands in a log file, the at least one portion based on the switch types; and, 

machine executable instructions for generating a hash table including at least one portion 
of the data used by the second system, the at least one portion based on the switch types- 

65. (New) The system of claim 64, wherein machine executable instructions for identifying 
include: 

based on a match between a first executable switch command in the log file and the data 
included in the hash table, machine executable instructions for replacing the matched first 
executable switch command in the log file with at least one character representing identification 
in the hash table. 
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66. (New) The system of claim 65, wherein the at least one character includes at least one of a 
null character, a comma, and a blank character. 
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